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5 YEAR WARRANTY
You can get a trusted 5 Year In 
House Warranty with CSG

SAME DAY DISPATCH
Orders prior to 12PM will be 
dispatched the same day

AUSTRALIA WIDE DELIVERY
Expedited delivery to all states in 
Australia
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IP66 Industrial Range 
Weatherproof Enclosures

IMPACT SERIES



IMPACT 

[ IMAGES ]

AS/NZS 3947.3.2015

[ COMPLIANCE ]

• IP Protection: IP66
• Rated Voltage: 250V/500V AC
• Rated Frequency: 50/60Hz
• Operating Temp: -40ºC - 80ºC
                                 

[ TECHNICAL PARAMETERS ]
• Impact Resistant (Standard)
• Automatic Snap Catch Latch
• Hose Proof & Dust Resistant Flaps
• Lockable Transparent Door 

(Standard and Solar)
• 35mm Din Rail
• 240V Red Neon Indicator (Standard)
• Ample Conduit Entries

[ FEATURES ]

DBWC4N DBWC12T DBWC12S

[ DESCRIPTION ]
The IMPACT Series range of standard weatherproof enclosures are 
manufactured from impact resistant polycarbonate material, designed to 
achieve IP66 protection rating. Modular ME2 and ME4 base allows to  
interchange between IMPACT and IMPACT S Series products. The hinged 
transparent cover is lockable and comes complete with 35mm din rail. 
Brass neutral link are included and the standard version comes with a 
240V red neon indicator.
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[ SPECIFICATIONS ]

Product 
Code

Neon 
Indicator

Height 
(mm)

Width 
(mm)

Depth 
(mm)

Link Holes Conduit Entries

DBWC4N Yes 195 100 105 N/A 2 x 32mm, 3 x 25mm

DBWC4 No 195 100 125 4 x 5mm, 2 x 7mm 2 x 32mm, 3 x 25mm

DBWC8 No 200 173 100 N/A 3 x 32mm, 3 x 25mm

DBWC4N-S Yes 195 100 105 N/A 2 x 32mm, 3 x 25mm

Product 
Code

Height 
(mm)

Width 
(mm)

Depth 
(mm)

No. of Neutral Links Conduit Entries

DBWC5T 160 119 102 2 x 4 Hole 10 x ø20.5 - ø29

DBWC8T 153 200 92 1 x 4 Hole , 1 x 5 Hole 10 x ø20.5 - ø29 - ø37.5

DBWC12T 126 255 109 1 x 5 Hole, 1 x 7 Hole 12 x ø20.5 - ø29 - ø37.5

DBWC18T 205 363 110 2 x 9 Hole 12 x ø20.5 - ø29 - ø37.5

DBWC24T 364 275 108 2 x 5 Hole, 2 x 7 Hole 14 x ø20.5 - ø29 - ø37.5

Product 
Code

Height 
(mm)

Width 
(mm)

Depth 
(mm)

No. of Neutral Links Conduit Entries

DBWC4S 197 130 100 1 x 4 Hole 4 x 25mm

DBWC6S 197 164 100 2 x 4 Hole 4 x 32mm

DBWC9S 197 220 100 2 x 6 Hole 4 x 32mm

DBWC12S 226 272 108 2 x 8 Hole 6 x 32mm, 4 x 22mm

DBWC18S 226 380 108 2 x 14 Hole 8 x 32mm, 4 x 22mm

DBWC24S 378 272 110 4 x 8 Hole 6 x 32mm, 4 x 22mm

DBWC36S 378 380 110 4 x 14 Hole 8 x 32mm, 4 x 22mm

STANDARD

SOLAR

TRADE
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[ WARRANTY ]

[ RELATED PRODUCTS ]

Connected Switchgear IMPACT series of product come with a trusted 5 
Year In House Warranty. That means that you have peace of mind knowing 
that if a fault develops within a five year period, Connected Group Australia 
will cover the cost of replacing the product and it’s installation.*

* See our website for full terms and conditions www.connectedswitchgear.com.au
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